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(EXCEPT 1 AND 2-FAMILY DWELLINGS AND TOWNHOUSES)

PANERA BREAD RESTAURANT
Greenville Square Shopping Center, Greenville, NC  Zip Code: 27858

RESTAURANT
Dan Rahe, Brodyco, Inc. (910) 279-9286 danrahe@brodyco.com
D State
J. MICHAEL DUNN 4818 252-527-1523 michael@dunndalton.com
NORRIS & TUNSTALL ENGINEERS JOHN S. TUNSTALL 16118 910-343-9653
ATLANTEC ENGINEERING DAVID WHITNEY, PE 17382 919-571-1111  david@atlantecengineers.com
N/A
ATLANTEC ENGINEERING JAMES B. DELPAPA, JR. PE 22035 919-571-1111  jim@atlantecengineers.com
ATLANTEC ENGINEERING JAMES B. DELPAPA, JR. PE 22035 919-571-1111  jim@atlantecengineers.com
N/A
ARCUS ZACHARY G. LYON 031474 919-578-7968  zlyon@arcusengineering.com
N/A
N/A
New Construction D Addition D Upfit
EXISTING: D Renovation
CONSTRUCTED: ORIGINAL USE: RENOVATED: CURRENT USE:
PROPOSED USE:
V-B

X [ partial
standpipes:  [X] No [] ves Class L] I Ol n L] L] wet L] ory

Flood Hazard Area: No D Yes

6th Floor -
5th Floor -

4,636 SF  Total Gross Building Area: 4,636 SF

Assembly:
Factory:

Hazardous: D H-5- HPM
Institutional:

-3 dondition: [J1 [z [Hs [Hea [Os

Residential:
Storage:
[ _ _
Accessory Occupancy:

Assembly: D A-1 I:, A-2 I:, A-3 |:| A-4 D A-5

|:| Business |:| Educational Factory: |:| F-1 Moderate D F-2 Low

Hazardous: |:| H-1 Detonate |:| H-2 Deflagrate |:| H-3 Combust |:| H-4 Health D H-5- HPM
institutional: [_] 1-1 [Ji-2 [Ji-3 [J1-4

-8 dondition: [+ 2 [ds [Hsa [s

D Mercantile  Residential: |:| R-1 D R-2 I:l R-3 |:| R-4

Storage: D S-1 Moderate D S-2 Low D High-piled

D Utility and Miscellaneous D Parking Garage D Open I:l Enclosed D Repair Garage

Incidental Uses (Table 508.2.5):

|:| Furnace room where any piece of equipment is over 400,000 Btu per hour input

|:| Rooms with boilers where the largest piece of equipment is over 15 psi and 10 horsepower

|:| Refrigerant machine room

|:| Hydrogen cutoff rooms, not classified as Group H

|:| Incinerator rooms

|:| Paint shops, not classified as Group H, located in occupancies other than Group F

|:| Laboratories and vocational shops, not classified as Group H. located in a Group E or I-2 occupancy

|:| Laundry rooms over 100 square feet

|:| Group I-3 cells equipped with padded surfaces

|:| Group I-2 waste and linen collection rooms

|:| Waste and linen collection rooms over 100 square feet

|:| Stationary storage battery systems having a liquid electrolyte capacity of more than 50 gallons, or a lithium-ion capacity

|:| of 1,000 pounds used for facility standby power, emergency power or uninterrupted power supplies
Rooms containing fire pumps

|:| Group -2 storage rooms over 100 square feet

|:| Group I-2 commercial kitchens

|:| Group I-2 laundries equal to or less than 100 square feet

|:| Group I-2 rooms or spaces that contain fuel-fired heating equipment

special Uses: [_] 402 [ 403 [[] 404 [[]40s [] 406 [] 407 [140s [Ja00 [Ja10 [Jar1 [dare (a3 [a1a
[ 1415 [ at6 []a17 [ a1s [ ar9 [Jazo [a21 [Jaze [ 423 [ 424 [a25 [ Ja26 []a27

I:I Non-separated Use (508.3)

- See below for area calculations

I:' 509.9

This separation is not exempt as a Non-Separated Use (see exceptions)

The required type of construction for the building shall be determined by applying the
height and area limitations for each of the applicable occupancies to the entire building.

The most restrictive type of construction, so determined, shall apply to the entire building.

For each story, the area of the occupancy shall be such that the sum of the ratios of the
actual floor area of each use divided by the allowable floor area for each use shall not
exceed 1.
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trol towers
must comply with Table 412.1.2.
V-B V-B 503
40' N/A 25'-4" 503
1 N/A 1 503
LIFE SAFETY PLAN SHEET #, if Provided:
0 0 S1.2 N/A N/A N/A
N/A N/A N/A N/A N/A N/A N/A
N/A N/A N/A N/A N/A N/A N/A
N/A N/A N/A N/A N/A N/A N/A
N/A N/A N/A N/A N/A N/A N/A
> 30' 0 0 1A/A3.2 N/A N/A N/A
> 30' 0 0 12A/A3.2 N/A N/A N/A
> 30' 0 0 1A/A3.2 N/A N/A N/A
> 30' 0 0 7A/A3.2 N/A N/A N/A
0 0 A1.1 N/A N/A N/A
0 0 N/A N/A N/A N/A
0 0 A3.2 N/A N/A N/A
N/A N/A N/A N/A N/A N/A
N/A N/A N/A N/A N/A N/A
N/A N/A N/A N/A N/A N/A
N/A N/A N/A N/A N/A N/A
N/A N/A N/A N/A N/A N/A
N/A N/A N/A N/A N/A N/A
N/A N/A N/A N/A N/A N/A
Incidental Use Separation N/A N/A N/A N/A N/A N/A

* Indicate section number permitting reduction

LIFE SAFETY SYSTEM REQUIREMENTS

(SHELL ONLY)

I:' Partial

LIFE SAFETY PLAN REQUIREMENTS
Life Safety Plan Sheet #: -

[ Fire and/or smoke rated wall locations (Chapter 7)
[J Assumed and real property line locations
[ Exterior wall opening area with respect to distance to assumed property lines (705.8)
[ Existing structures within 30’ of the proposed building
|:| Occupancy types for each area as it relates to occupant load calculation (Table 1004.1.1)
|:| Occupant loads for each area
[] Exit access travel distances (1016)
[ Common path of travel distances (1014.3 & 1028.8)
[] Dead end lengths (1018.4)
[ Clear exit widths for each exit door
[1 Maximum calculated occupant load capacity each exit door can accommodate based on egress width (1005.1)
|:| Actual occupant load for each exit door
[] A separate schematic plan indicating where fire rated floor/ceiling and/or roof structure is provided for purposes of
occupancy separation
[J Location of doors with panic hardware (1008.1.10)
[ Location of doors with delayed egress locks and the amount of delay (1008.1.9.7)
[] Location of doors with electromagnetic egress locks (1008.1.9.8)
[ Location of doors equipped with hold-open devices
[ Location of emergency escape windows (1029)
1 the square footage of each fire area (902)
[J The square footage of each smoke compartment (407.4)
] Note any code exceptions or table notes that may have been utilized regarding the items above

ACCESSIBLE DWELLING UNITS

UNITS

ACCESSIBLE
UNITS UNITS

(Section 1107)

TYPEA
UNITS

REQUIRED PROVIDED REQUIRED

(Section 1106)

PARKING SPACES

N/A
TYPEA TYPEB
UNITS UNITS

PROVIDED | REQUIRED

TYPEB TOTAL

UNITS ACCESSIBLE UNITS

PROVIDED PROVIDED

8' ACCESS AISLE

2

SPECIAL INSPECTIONS REQUIRED:

A

Occupancy Category (Table 1604.5) D |

Data Source:

[ Yes

18

A [s

[] Field Test

Os Oc

O COm

7 Yes No

O

2000

[X] No

Presumptive

Llc XIo e OF

)

Ow

[ Historical Data

PLUMBING FIXTURE REQUIREMENTS

(Table 2902.1)

ENERGY REQUIREMENTS:

The following data shall be considered minimum and any special attribute required to
meet the energy code shall also be provided. Each Designer shall furnish the required
portions of the project information for the plan data sheet. If performance method, state
the annual energy cost for the standard reference design vs annual energy cost for the
proposed design.

Climate Zone: O3 OdO4 @OdO>5

[ Performance (Energy Code)
[ Prescriptive (ASHRAE 90.1)
[ Performance (ASHRAE 90.1)

THERMAL ENVELOPE

MECHANICAL SUMMARY

MECHANICAL SYSTEMS, SERVICE SYSTEMS AND EQUIPMENT

Thermal Zone

winter dry bulb: ?7?
summer dry bulb: 222

Interior design condition

winter dry bulb: 299
summer dry bulb: 2?22
relative humidity: 29?
Building heating load: 29?
Building cooling load: 29?
Unitary

description of unit: 229
heating efficiency: 9299
cooling efficiency: 999
size category of unit: ?9?

Boiler
size category. If oversized, state reason:  ?2?

Chiller
size category. If oversized, state reason:  29?

List of equipment efficiencies: 299

ELECTRICAL SUMMARY

ELECTRICAL SYSTEM AND EQUIPMENT

Method of Compliance:
Energy Code: O Prescriptive [ Performance
ASHRAE 90.1: [] Prescriptive ~ [] Performance

Lighting schedule (each fixture type)
lamp type required in fixture
number of lamps in fixture
ballast type used in the fixture
number of ballasts in fixture
total wattage per fixture
total interior wattage specified vs. allowed (whole building or space by space)
total exterior wattage specified vs. allowed

Additional Prescriptive Compliance
D 506.2.1 More Efficient Mechanical Equipment
[ 506.2.2 Reduced Lighting Power Density
D 506.2.3 Energy Recovery Ventilation Systems
D 506.2.4 Higher Efficiency Service Water Heating
[ 506.2.5 On-Site Supply of Renewable Energy
[ 506.2.6 Automatic Daylighting Control Systems

USE

WATER CLOSETS

URINALS

MALE FEMALE

LAVATORIES

MALE | FEMALE

SHOWERS/
TUBS

DRINKING FOUNTAINS

REGULAR | ACCESSIBLE

SHELL PERMIT ONLY. FIXTURE REQUIREMENTS TO BE DETERMINED AT TENANT UP-FIT.

SPECIAL APPROVALS

Special approval: (Local Jurisdiction, Department of Insurance, OSC, DPI,DHHS,ICC,
etc., describe below).

PLUMBING

ELECTRICAL

3/14/17 Revised per
Tenant Comments




