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6730 Freedom Dr.
Charlotte, NC 28214

Gavel & Dorn Engineering, PLL§

PREPARED BY:

UND!aTURBED

==~ EMBEDMENT

FOUNDATION
(NOTE 2)

SECTION A — COVER & PIPE - 307 MAX
8" PIPE — 36" MAX ,\
225 %" NOTES:

8" MINIMUM. 1112 SLopg
L LR
FOUNDATION STONE REQUIRED WHEN SOIL CONDITIONS ARE UNSTABLE. \k

0.8 X PIPE DiAJ

CLEAR DISTANCE NOT LESS THAN 8" EACH SIDE.

. 18" MINIMUM VERTICAL TRENCH WALL ABOVE TOP OF PIPE. INITAL BACKFILL
832 %" SHALL BE PLACED IN 6" LIFTS AND COMPACTED. INITIAL BACKFILL SHALL CONTAIN SECT‘ON _ iNVERT
NO MATERIAL OVER 1 1/2" IN DIAMETER, FROZEN LUMPS, OR DEBRIS.

BACKFILL SHALL BE COMPACTED TO 95% STANDARD PROCTOR DENSITY,

SECTION A — FRAME

NEW PIPE EMBEDMENT — SHEET 1 OF 2
STANDARD MANHOLE FRAME & COVER VG PIPE

Rev. Dote |Rev. Date |Rev. Date Scole Rev. Dote {Rev. Dote |Rev. Date Scole A Rev. Dote {Rev. D
MetroConnects 02/67/12 NTS. MetroConnects 01/35/14 |02/34/14 NTS. NIS.

Metropolitan Sewer Subdistrict 01/21/14 itan Sewer i 02/03/14 {03/14/14

120 Augusto Arbor Way Detait No. 120 Augusto Arbor Way Detail No.

9!
*| Greenville, South Carolina c-1 Greenville, South Carofina 8-1 Greengglle, South Ca -3

l Detail No.

MAXIMUM ADJUSTMENT USING GRADE
RINGS SHALL BE 24” UNLESS APPROVED|
OTHERWISE. SEE NOTE 2.

STD. FRAME AND GOVER, . ECCENTRIC CONE
UNLESS NOTED OTHERWISE. h SECTION
SEE NOTE 4
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{_.——FILL VOIDS WATH RISER SECTIONS
/ AS NEEOED

MANHOLE STEPS
8 16" 00— |-
e

MONOLITHIC BASE-
sﬁﬂloﬁbé&_\ * FLEXBLE CONNECTOR (1YP)
: EE STANOARD DETAL A-8

= M. 12" FOUNDATION %
] MATERWL, EXTEND 12"
BEYOND OUTSIDE WALL OF
MANHOLE.
o vk 8/ Z
L
SECTION

NOTES:
MINMUM INSIDE DIAMETER SHALL BE 4' UNLESS NOTED OTHERWISE ON ORAWINGS.
MANHOLE SHALL BE ORDERED WTH MINIMUM GRADE ADJUSTMENT. ORDER BASE, RISER,
AND CONE HEIGHTS TO STACK OUT MANHOLE AS CLOSE AS POSSIBLE GRADE.
MAXIMUM ADJUSTMENT SHALL BE 24 INCHES UNLESS APPROVED
. USE 67 EXTENDED BASE SECTION WHEN MANHOLE EQUALS OR 12' 1N DEPTH.
. SEE DETAL C-7 FOR R/M ELEVATION IN LAWN AREAS AND C; FALL AREAS.
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