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ADDITIONAL REQUIREMENTS (NOT SHOWN):
1. PROVIDE FRONT AND REAR SEALED DOORS WITH
STAINLESS STEEL HARDWARE.
2. PROVIDE STAINLESS STEEL 3-POINT LATCH AND
LOCKABLE DOOR HANDLES.
3. PROVIDE DOOR GROUND STRAP FOR CHASSIS
GROUND.

---HOFFMAN A722436SSFSDAN4 ENCLOSURE:
NEMA 4X STAINLESS STEEL, 72"H x 24"W x 36"D
WITH 19" EQUIPMENT RAILS.

SOLAR SHIELDING. -+

/ /,f—LIFT\NG EYE (ONE ON EACH CORNER OF TOP).

-~ HORIZONTAL CABLE MANAGER.

I I e~ SINGLE-MODE FIBER OPTIC PATCH PANEL
g R S S S e T (ENTRANCE OR BACKBONE)
VERTICAL CABLE
MANAGEMENT RINGS, -~
Ay

---- SINGLE-MODE FIBER OPTIC PATCH PANELS
(DISTRIBUTION). PROVIDE PORT DENSITY TO
SERVE CABLES INDICATED IN PLANS AND SPARE
CAPACITY EQUAL TO 25% OF PORTS REQUIRED
FOR THIS PROJECT.

eee=- 48-PORT CAT6 COPPER PATCH PANEL.

SPACE RESERVED FOR
OWNER-PROVIDED LAN

EQUIPMENT
CABLE ENTRANCE: (4) 4'C TO
IN-GRADE 24"x 24"x 24" TIER 22
QUAZITE BOX ADJACENT TO
ENCLOSURE. PROVIDE
LARGER BOX DIMENSIONS
WHERE INDICATED IN PLANS

. =TWO 120V QUAD RECEPTACLE OUTLETS

COPPER GROUND N SIDE-BY-SIDE ON INSIDE WALL
TERMINAL STRIP. ... R 3000 PSI, 6" CONCRETE PAD. EXTEND 4"
BEYOND CABINET ON ALL SIDES,

m PAD-MOUNTED TELECOMMUNICATIONS CABINET (TYP)

E504 SCALE: NTS

Qe

0‘66&

6' ABOVE FINISHED GRADE

1.7"H x 19"W x 3.4"D D-RING CABLE
24"x24"x12"D NEMA 4 ENCLOSURE: MANAGEMENT PANEL: PANDUIT
SAGINAW MODEL SCE-24H2412LP.\ MODEL CMPHF1

EXHAUST GRILLE AND FILTER ASSEMBLY:
/_SAGINAW MODEL SCE-FGA44.

FIBER OPTIC PATCH PANEL
ENCLOSURE: CORNING MODEL
SPH-01P. =—————_

RESERVED FOR
OWNER-PROVIDED
1.18"W x 2.4"D VERTICAL CABLE EQUIPMENT (FUTURE)
MANAGEMENT D-RING: PANDUIT e

CMVDR1S (TYP). .

21" x 21" BACK PANEL:
SAGINAW MODEL 24P24,

—QUAD RECEPTACLE OUTLET.
THERMOSTAT: SAGINAW MODEL

SCE-TENMO, ==

i o 750VA CONTROL XFMR: HPS
IMPERATOR SERIES.

_w—SPD: DITEK MODEL¢ 120H
OSITION TERMI BLO

3-POSITION TERMINAL BLOCK. ——

FAN ASSEMBLY: SAGINAW MODEL
SCE-FA44 (INCLUDES 120V, 20W FAN
MOTOR).

3"C AND FIBER OPTIC CABLE.

NOTES:
1. A IAGRAM FOR ADDITIONAL INFORMATION.
2. PROVIDE BONDS TO COPPER GROL E WITH CABINET MANUFACTURER'S INSTRUCTIONS AND
THE NEC.

3. BOND CABINET TO LIGHT PQ,
2 OLE EX IOR.

AN MO
%% OR TERMINAL BLOCKS.

ER INDICATED, PROVIDE TERMINAL COVERS AND PRIMARY-SIDE CLASS CC TIME-DELAY FUSES WITH
ITH NEC TABLE 430.3(B).

EACH OF THE TWO VENTILATION OPENINGS INDICATED. SAGINAW MODEL SCE-RH44.

IBER WITHIN THE FIBER OPTIC PATCH PANEL ENCLOSURE INDICATED. PROVIDE AN ADAPTER

OR CONNECTION TO 120V RECEPTACLE OUTLET SHOWN ABOVE.

A3 POLE COMMUNICATIONS CABINET ELEVATION

E-504 SCALE: NTS

GENERAL SHEET NOTES

1. SEE SHEET E-001 FOR ELECTRICAL GENERAL NOTES.
2. SEE SHEET E-002 FOR ABBREVIATIONS AND LEGEND.

3. SEE SHEET E-602 FOR COMMUNICATIONS RISER
DIAGRAM.
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